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DELTA X6 Detailed specificationS


UHF Public Address system

1.1 Overall System Description
A. The system must have specifications and features that are equivalent to the Lightspeed Delta X6 UHF Public Address System including the following:
1. Portable unit with integrated UHF receiver, amplifier, and speaker

2. Up to two removable UHF receivers with independent volume controls

3. Microphone/Transmitter options include: Belt pack transmitter with choice of lavaliere style microphones or integrated hand held microphone transmitter.
4. One audio input with volume control
5. Wired microphone input with volume control
6. One audio output with level control

7. High and low frequency tone controls
8. Carry bag

B. The portable system must be operational off AC power.
C. The system shall carry a standard warranty equivalent to the Lightspeed 6-year Delta X Series Warranty. 

1.2 Owner Instruction

A. Owner’s Instruction: user-training will be performed by the manufacturer’s local representative. The training will include instruction on system operation, simple troubleshooting guidelines, and various applications for the public address system. The manufacturer will also provide additional training in trouble-shooting techniques and product return procedures to one specified person per campus.

B. Instruction materials and detailed Owner's manual shall be provided to cover operational and basic maintenance procedures.
1.3 UHF Portable PA System

A. Overall System:

1. Power Supply: 12VDC, 2.0 Amp
2. Continuous Output Power: 30 W(RMS)
3. Peak Output Power: 40 W(RMS)
4. Frequency Response: 90 Hz ~ 18 kHz ± 3 dB
5. Input: Mic In & Aux In
6. Output: Aux Out & External Speaker
7. Speaker: 6.5" Full Range
8. Dimensions (inches): 9.75 x 12.5 x 6.25
9. Weight: 7.2 lb./3.3 kg
10. Controls:

a. (1) Power/Channel A volume control
b. (1) Channel B volume control
c. (1) Audio input volume control

d. (1) Audio output level control

e. (2) Tone controls (high and low frequency)

11. Connections:

a. (1) Audio input (3.5mm)

b. (1) Microphone input (1/4’’)
c. (1) Mixed audio output (3.5mm) 

d. (1) DC Power input
B. RX-7100R Receiver Specifications
1. Carrier System: Microprocessor Controlled PLL Synthesized
2. Receiver Type: Dual Tuner Diversity
3. Macro Frequency Range: 620 MHz to 695 MHz (3 Macro-Groups)
4. Micro Frequency Range: 25 MHz each Macro-Group
5. Frequency Stability: ± 0.005%
6. Selectable Frequencies: 100 (3 Frequency Groups)
7. Deviation: ± 40 kHz Nominal
8. Sensitivity: –100 dBm at S/N ratio of >80dB
9. De-emphasis: 50 µsec
10. Tone-code Frequency: 32.768 kHz
11. Image Rejection: >85 dB
12. Spurious Rejection: >85 dB
13. S/N Ratio: (Max) >105 dB
14. THD: <0.5%
15. Dimensions: 1.5" x 3.1" x 6"
16. Weight: 11.2 oz / 317.5 
C. TX-BP900 & TX-HM900 Transmitter Specifications

1. RF Power Output: 50 mW Maximum
2. Spurious Emission: >60 dB below the carrier
3. Macro Frequency Range: 620 MHz to 745 MHz (5 Macro-Groups)
4. Micro Frequency Range: 25 Mhz each Macro-Group
5. Tone-code Frequency: 32.768 kHz
6. Pre-emphasis: 50 µsec
7. Limiter Range: >30 dB of audio overload
8. Battery: AA X 2, NiMH Rechargeable
9. Battery Life: About 8 Hours
10. BP Microphone Connector: TA4F
11. BP Microphone Connector: TA4F
12. BP Weight with Batteries: 5.6 oz / 159 g
13. HM Dimensions: 9.5" Long x 1.5" Diameter
14. HM Weight with Batteries: 9.6 oz / 272 g
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