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FP 100 Detailed specificationS


FP 100 IR wireless microphone system
1.1 Overall system description

A. Compact Infrared Wireless Microphone System including the following:

1. Two infrared microphone channels 

2. Two independent microphone outputs with screw driver adjust level controls
3. One mixed audio output with screw driver adjust level control
4. Two sensor inputs allows for installation in large or odd-shaped rooms

5. Integrated mounting flange for simple attachment to any flat surface
6. Pendant-style REDMIKE( classroom microphone with audio input

1.2 System specifications

A. Receiver:

1. Connections:

a. (1) Microphone A Audio Output (euro-block)

b. (1) Microphone B Audio Output (euro-block)

c. (1) Mixed Microphone Audio Output (euro-block)
d. (1) DC Power input (24V/250mA)

e. (2) IR sensor inputs (F-type) with short indicator LED
2. Volume Controls:

a. (1) Microphone Channel A
b. (1) Microphone Channel B

c. (1) Mixed Output

3. Standard sub-carrier frequencies: 2.06/2.54 MHz

4. Signal-to-noise Ratio: >73 dB
5. Frequency response with LightMic: 10 Hz – 6 kHz (@ -3dB)

6. Adjustable Audio Output Level: 0 - 180 mV (with 1kHz tone, ± 10kHz)

7. Receiver Sensitivity: 6 µV for 60 dB S/N
8. Reception Selectivity: ±40 kHz
9. Dimensions (L x W x H): 5” x 5” x 1.25”

10. Weight: 15.3 oz

1.3 redmike Pendant-style ir microphone / transmitter

Description: the pendant-style REDMIKE transmitter shall be capable of being worn around a teacher’s neck as a hands-free microphone via the lavaliere cord or to be used as a handheld student pass-around microphone. The REDMIKE must be rechargeable via cradle charger and must have alkaline charge protection.

A. Standard sub-carrier frequencies: 2.06/2.54 MHz

B. Audio distortion: <1%

C. Integrated microphone type: uni-directional electret 

D. Input jack for audio source or optional external microphone: 3.5mm

E. Microphone input impedance: 2.2k Ω

Alkaline Charge Protection: Yes

F. Battery Charger: cradle charger (charges two REDMIKE transmitters)

G. Cradle Charger input: mini DC jack

H. Cradle Charger Output Jack: 3.5mm DC output jack for LT-71 or HM-70 transmitters

I. Battery Power: One (1) AA NiMH Lightspeed rechargeable battery (Part# BA-NH2A27)

J. Dimensions: 3.5” (h) x 0.9” (w) x 1.0” (d)

K. Weight (with battery): 2.1 oz.

1.4 optional lightmic transmitter (handheld or pendant-style)

A. Description: the pendant-style LightMic transmitter shall be capable of being worn around a teacher’s neck as a hands-free microphone via the lavaliere cord or to be used as a handheld student pass-around microphone.

B. Standard sub-carrier frequencies: 2.06/2.54 MHz

C. Audio distortion: <1%

D. Integrated microphone type: uni-directional electret 

E. Input jack for optional external microphone: 3.5mm

F. Battery Charger input: 3.5mm DC jack

G. Battery Power: 2 AA NiMH Rechargeable Batteries

H. Dimensions: 4.625” (l) x  1.375 (w) x 1” (d)

I. Weight (with batteries): 3.7 oz.
1.5 optional handheld ir microphone / Transmitter

A. Standard sub-carrier frequencies: 2.06/2.54 MHz

B. Audio distortion: <1%

C. Integrated microphone type: uni-directional electret

D. Battery Charger input: 3.5mm DC jack 

E. Battery Power: 2 AA NiMH Rechargeable Batteries
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