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INITIAL SET-UP:  
OPTIONAL IR MEDIA CONNECTOR

1. 	Turn off the second microphone. 
The iR Media Connector uses 
the same channel (channel B) as 
the optional second microphone 
(REDMIKE, LT-71, or REDMIKE 
Share). As a result, they cannot be 
used simultaneously. If you have 
a second microphone, turn it off 
before transmitting audio from the 
iRMC. 
 
NOTE: If you adjust the CH B 
volume on the classroom audio 
system, you will also be changing 
the volume for your second 
microphone. Return the CH B 
volume knob to the original 
position before turning the second 
microphone back on.

2. 	The iR Media Connector volume 
is preset for most standard audio 
signals. If you need to turn the 
volume up or down, follow this 
procedure:

		

		  A.	 Adjust the volume at the 	
	 computer, television, or other  
	 audio source if possible.

 
B. 	 If the audio source does not  
	 have a volume control (such  
	 as many DVD players) adjust  
	 the volume at the iRMC.

 
3.	 If the first two options do not  
	 give optimum volume level,  
	 the last place to adjust the  
	 volume is the CH. B Volume  
	 on the classroom audio system  

	 (REDCAT or other).
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OPTIONAL IR MEDIA CONNECTOR AUDIO  
INTEGRATION

OTHER OPTIONAL ACCESSORIES

The iRMC is designed to integrate with the REDCAT and multiple audio sources, 
allowing other instructional technologies to be clearly heard throughout the 
classroom.

Other Optional Accessories

LT-71 LightMic microphone with lavaliere cord, recharge-
able batteries and charging cable

RMS Handheld microphone with rechargeable batteries 
and charging cable

MC-TK250LTM Noise-canceling headset microphone

AC-TCC7 Charging cable for LT-71 and REDMIKE Share  
microphones

CA-RCA6 6’ dual RCA audio cable

CA-RCA24 24’ dual RCA audio cable

CA-MSC3535 3.5mm to 3.5mm stereo audio cable

CA-MMC2535 Audio patch cable (2.5 mm mono to 3.5 mm mono)

BA-NH1 AA Rechargeable battery (for LT-71 and REDMIKE 
Share)

Projector

DVD/VCR

iR Media Connector

Projector

Audio In

Audio Out

Video In

Audio Out

Audio Out

Video Out

Video Out

VGA Out

Teacher’s 
Microphone
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ALL PROBLEMS: Most Problems are 
related to low battery power.

SOLUTION:  Battery Check

•	 Confirm batteries are charged  
each night. 

•	 Confirm proper batteries are 
used. The REDMIKE requires 
the Lightspeed BA-NH2A27 
rechargeable sensing battery 
for proper charging. The LT-71 & 
REDMIKE Share require NiMH AA 
rechargeable batteries.

•	 Make sure the microphones are 
turned off while charging so a full 
charge is attained. Full charge will 
last eight hours.

•	 Inspect the battery contacts. Clean 
and adjust if necessary.

PROBLEM: Hearing Static 

SOLUTION: Follow these steps to 
eliminate static.

•	 Ensure sensor is in optimum 
location (refer to sensor placement 
in manual). A single sensor will 
cover a 1600 sq. ft. enclosed 
classroom.

•	 Ensure that no other REDMIKE/LT-
71/REDMIKE Share is operating on 
the same channel.

•	 If the optional iR media connection  
is in use, set the microphone to 
Channel A.

PROBLEM: Low Volume or Feedback

SOLUTION: Follow these steps to 
eliminate low volume or feedback.

•	 Ensure microphone is positioned 
appropriately, just below the collar 
bone. 

•	 Check volume level on the 
amplifier. If the volume is too 
high, feedback will occur. Adjust 
accordingly.

•	 Adjust the volume level on the 
back of the optional REDMIKE VC.

PROBLEM: No Sound From Speaker

SOLUTION: Follow these steps to 
produce sound from speakers.

•	 Turn the REDCAT on. Confirm that 
the POWER light located on the 
front panel switch is on.

•	 Confirm signal is being received at 
the REDCAT. The IR signal light will 
be RED indicating a signal is being 
received.

• 	 Confirm that REDMIKE is turned 
on. There will be a BLUE LED on  
the microphone to indicate it is 
powered on.

Note: Most problems are directly related to low battery power. Please run 
through the “Battery Check” items first. For remaining troubleshooting, use 
known good, fully-charged batteries.

If you review these instructions and still have questions, write down the 
serial number and model number of your system and call Lightspeed 
Technical Services at 800.732.8999, 5 a.m. – 5 p.m., PST.

SECTION 4: 

TROUBLESHOOTING

COMMON PROBLEMS AND SOLUTIONS
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• 	 Speak in a natural voice. A normal 
conversational speech levelwill 
provide an adequate signal. 
It is not necessary to increase 
the intensity of your voice—the 
audio system provides adequate 
amplification (approximately 5 – 10 
dB) above ambient room noises.

•	 Avoid wearing jewelry that may rub 
or bump against the microphone.

•	 Turn the REDMIKE off during 
private conversations with a 
student, parent, or other classroom 
visitor. You can also cover the LED 
lens on top of the REDMIKE to 
block the signal.

•	 Recharge batteries each night. 
When recharged nightly, operating 
time (actual usage) for the 
transmitters will last through a 
typical school day.

TIPS TO OBTAIN OPTIMUM AUDIO  
PERFORMANCE
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2.	 Warranty on Lightspeed 
rechargeable batteries, all external 
cables and wires provided by 
Lightspeed is one (1) year.

3.	 Prepaid shipping labels are 
provided by Lightspeed factory 
or an authorized warranty service 
center for warranty repairs.

4.	 Warranty does not extend to finish, 
appearance items, or malfunctions 
due to abuse or operation other 
than specified conditions, nor 
does it extend to incidental or 
consequential damages. Repair 
by other than Lightspeed or its 
authorized service agencies will 
void this guarantee. Information 
on authorized service agencies 
is available from Lightspeed 
Technologies, Inc.

Lightspeed Infrared Audio Systems 
and optional accessories are 
warranted against malfunction due to 
defect in materials and workmanship 
for a period of five (5) years from date 
of purchase. System components 
will be repaired or replaced at 
Lightspeed’s option. Rechargeable 
batteries and connecting cables 
are guaranteed for one (1) year. 
Warranty does not extend to 
finish, appearance, or malfunctions 
due to abuse or misuse. Repairs 
performed by other than Lightspeed 
Technologies will void this warranty.

For warranty service, including return 
shipping labels, please contact 
Lightspeed’s Service Department at 
800.732.8999 /  
service@lightspeed-tek.com.

1.	 Warranty on infrared microphones 
is FIVE (5) YEARS. 

FIVE-YEAR LIMITED WARRANTY

Our Service Department (800.732.8999, 5 a.m. – 5 p.m., PST) will handle all your 
repair/replacement needs.

SECTION 5: 

WARRANTY, SAFETY & 
SPECIFICATIONS
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1.	 Read these instructions.

2.	 Keep these instructions.

3.	 Heed all warnings.

4.	 Follow all instructions.

5.	 Do not use the apparatus 
near water.

6.	 Clean only with dry cloth.

7.	 Do not block any ventilation 
openings. Install in 
accordance with the 
manufacturer’s instructions.

8.	 Do not install near any heat 
sources such as radiators, 
heat registers, stoves, or 
other apparatus (including 
amplifiers) that produce 
heat.

9.	 Do not defeat the safety 
purpose of the polarized 
or grounding-type plug. 
A polarized plug has two 
blades with one wider than 
the other. A grounding- 
type plug has two blades 
and a third grounding 
prong. The wide blade or 
the third prong is provided 
for your safety. If the 
provided plug does not fit 
into your outlet, consult an 
electrician for replacement 
of the obsolete outlet.

10.	 Protect the power cord   
from being walked on 
or pinched particularly 
at plugs, convenience 
receptacles, and the point 
where they exit from the 
apparatus.

11.	 Only use attachments/ 
accessories specified by the 
manufacturer.

12.	 Use only with a cart, 
stand, tripod, bracket or 
table specified by the 
manufacturer, or sold with 
the apparatus. When a cart 
is used, use caution when 
moving the cart/apparatus 
combination to avoid injury 
from tip-over.

13.	 Unplug this apparatus 
during lighting storms 
or when unused for long 
periods of time.

14.	 Refer all servicing to 
qualified service personnel. 
Servicing is required when 
the apparatus has been 
damaged in any way, such 
as power-supply cord or 
plug is damaged, liquid has 
been spilled or objects have 
fallen into the apparatus, 
the apparatus has been 
exposed to rain or moisture, 
does not operate normally, 
or has been dropped.

15.	 When the mains plug or 
appliance coupler used 
as the disconnect device, 
it shall remain readily 
operable.

16.	 Please keep the unit 
in a good ventilation 
environment.

SAFETY INSTRUCTIONS
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ns SAFETY WARNINGS AND CERTIFICATIONS

CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK  

DO NOT REMOVE COVER (OR BACK)  

NO USER-SERVICEABLE PARTS INSIDE  

REFER SERVICING TO QUALIFIED PERSONNEL

RISK OF ELECTRIC SHOCK DO NOT OPEN

CAUTION

CERTIFICATIONS

This product conforms with the essential 
requirements of the following European Union 
Directives: 89/336/EEC, 92/31/EEC, 93/68/
EED, and 2004/108/EC Electromagnetic 
Compatibility Directives.

Lightspeed Technologies launched a formal 
product recycle program in Europe that 
complies with the European Union Directive 
2002/96/EC on Waste Electrical and Electronic 
Equipment (“WEEE Directive”). Please visit our 
website at www.Lightspeed-tek.com for more 
information.

This product is manufactured using lead-free 
processes and is free of other materials 
harmful to the environment. It conforms to the 
most stringent new European guidelines for 
consumer products (RoHS).

This product is listed to UL standards 
and requirements for electrical safety by 
Underwriters Laboratories Inc.  
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OVERALL SPECIFICATIONS
Power Output 20 Watts
Amplifier Frequency Response 120 Hz – 13 kHz
Signal-to-Noise Ratio >77 dB
Dynamic Range > 73 dB
Overall Dimensions (W x D x H) 14” x 22.25” x 3”
Table Stand Footprint (W x D) 18.9” X 7”
Weight 8 lbs.

RECEIVER SPECIFICATIONS
Carrier Frequencies (IR) 2.06 / 2.54 MHz
IR Operating Range up to 1600 square feet
Receiver Type Superheterodyne
Receiver Sensitivity 6 μV for 60 dB S/N
Image and Spurious Rejection > 70 dB

TRANSMITTER SPECIFICATIONS
REDMIKE and REDMIKE VC

Audio Distortion < 1 %
Built-in Microphone Unidirectional Electret
Battery Power (1-year warranty) 1 AA NiMH Rechargeable 

Sensing Battery

Audio Input 3.5 mm
Dimensions (W x D x H) 0.9” x 1.0” x 3.5”
Weight 2.1 oz.

LT-71 LightMic

Audio Distortion < 1 %
Built-in Microphone Unidirectional Electret
Battery Power (1-year warranty) 2 AA NiMH Rechargeable
Audio Inputs Mic Level 3.5 mm 

Line Level 3.5 mm
Dimensions (W x D x H) 1.375” x .75” x 4.625”
Weight 3.7 oz.

REDMIKE Share Handheld Microphone
Audio Distortion < 1 %
Built-in Microphone Unidirectional Electret
Battery Power (1-year warranty) 2 AA NiMH Rechargeable
Dimensions (W x D x H) 2.25” x 2.25” x 8.75”
Weight 7.36 oz.

SYSTEM SPECIFICATIONS
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